
EVAPCO, INC.
TITLE DWG. #UNIT: HEATER LOCATION 24x12/14/18/20 INDUCED DRAFT TOWER HLT224VW-DA

(1)HEATER CONTROL PANEL
(OPTIONAL, SEE WIRING DIAGRAM)

(4)IMMERSION 
HEATERS

(TWO EACH END)

OPP. CONN. END VIEW

NOTES:

OUTLET BOX AND THE NEAREST OBSTRUCTION FOR REMOVAL OF THE HEATER.
ALL NIPPLES ON UNIT ARE NOT SHOWN IN ORDER TO CLARIFY

ALL HEATER COMPONENTS BY EVAPCO ARE FACTORY MOUNTED WHEN POSSIBLE.
DIMENSIONS LISTED AS FOLLOWS: ENGLISH       IN

HEATER COMPONENT LOCATIONS.

A MINIMUM OF                   CLEARANCE IS REQUIRED BETWEEN THE HEATER

2.

4.
3.

1.

                                                   [METRIC]     [mm]

(2)LWCO
017-00207PA

(ONE PER CELL)

(2)BULB WELL
017-00006P

(ONE PER CELL)

(2)LWCO COVER PLATE
(INSIDE UNIT)

(ONE PER CELL)

(2)THERMOSTAT
017-00005P

(ONE PER CELL)
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